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StarTech.com Scheda Seriale PCI Express con 1 Porta - Controller
PCle RS232 - 16950 UART - Scheda Seriale di Espansione DB9 a
Profilo Basso - Compatibile Windows e Linux

Marchio : StarTech.com Codice prodotto: PEX1S953LP

Nome del prodotto : Scheda Seriale PCl Express con 1 Porta
- Controller PCle RS232 - 16950 UART - Scheda Seriale di
Espansione DB9 a Profilo Basso - Compatibile Windows e Linux

StarTech.com Scheda Seriale PCI Express con 1 Porta - Controller PCle RS232 - 16950 UART - Scheda
Seriale di Espansione DB9 a Profilo Basso/Completo - Compatibile Windows e Linux (PEX1S953LP)
StarTech.com Scheda Seriale PCI Express con 1 Porta - Controller PCle RS232 - 16950 UART - Scheda
Seriale di Espansione DB9 a Profilo Basso - Compatibile Windows e Linux. Interfaccia host: PCle,
Interfaccia di uscita: Seriale, Scheda di espansione standard: PCle 1.1. Colore del prodotto: Verde,
Tempo medio tra guasti (MTBF): 277385 h. Chipset: Asix AX99100, Baud rate: 921,4 Kbit/s, FIFO (Primo
ad entrare, Primo ad uscire): 256 B. Sistema operativo Windows supportato: Windows 10, Windows 10
Education, Windows 10 Education x64, Windows 10 Enterprise, Windows 10..., Sistemi operativi server
supportati: Windows Server 2003, Windows Server 2008 R2, Windows Server 2012, Windows Server
2012 R2, Windows.... Larghezza: 67 mm, Profondita: 98 mm, Altezza: 150 mm

Connettivita Requisiti di sistema

Interfaccia host * PCle

Interfaccia di uscita * Seriale

Scheda di espansione standard PCle 1.1

Porte seriali 1

Tipo interfaccia seriale RS-232

Connettori periferiche (Molex) (4- 1

pin)

Design

Interno * v

Colore del prodotto Verde Sistema operativo Windows

Tempo medio tra guasti (MTBF) 277385 h supportato

Caratteristiche

Chipset Asix AX99100

Baud rate 921,4 Kbit/s

ELFCCi)réI;rimo ad entrare, Primo ad 256 B

Bit dei dati 56,7,89

Punte di arresto 1,15,2

Supporto controllo flusso v

Parity bit Even, Mark, No, Dispari, Spazio

Tipo di controllo di flusso No, RTS/CTS, XON/XOFF

Condizioni ambientali

Intervallo temperatura di

’ 0-70°C
funzionamento

Intervallo di temperatura -20-80 °C
Range di umidita di funzionamento 20 - 80%

Dettagli tecnici
Conformita alla sostenibilita
Certificati di sostenibilita
Certificati di conformita
Dimensioni e peso

Larghezza
Profondita

Sistema operativo Linux supportato

Sistemi operativi server supportati

Windows 10, Windows 10
Education, Windows 10 Education
x64, Windows 10 Enterprise,
Windows 10 Enterprise x64,
Windows 10 Home, Windows 10
Home x64, Windows 10 IOT Core,
Windows 10 IoT Enterprise,
Windows 10 Pro, Windows 10 Pro
x64, Windows 10 x64, Windows 11,
Windows 11 x64, Windows 7,
Windows 7 Enterprise, Windows 7
Enterprise x64, Windows 7 Home
Basic, Windows 7 Home Basic x64,
Windows 7 Home Premium,
Windows 7 Home Premium x64,
Windows 7 Professional, Windows 7
Professional x64, Windows 7
Starter, Windows 7 Starter x64,
Windows 7 Ultimate, Windows 7
Ultimate x64, Windows 7 x64,
Windows 8, Windows 8 Enterprise,
Windows 8 Enterprise x64, Windows
8 Pro, Windows 8 Pro x64, Windows
8 x64, Windows 8.1, Windows 8.1
Enterprise, Windows 8.1 Enterprise
x64, Windows 8.1 Pro, Windows 8.1
Pro x64, Windows 8.1 x64

J

Windows Server 2003, Windows
Server 2008 R2, Windows Server
2012, Windows Server 2012 R2,
Windows Server 2016

J
CE, RoHS
CE, RoHS

67 mm
98 mm
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Dimensioni e peso

Altezza 150 mm
Peso 44 g

Dati su imballaggio

Quantita 1

Staffe di montaggio incluse v
Manuale dell'utente v
Larghezza imballo 142 mm
Profondita imballo 170 mm
Altezza imballo 30 mm
Peso dell'imballo 112 g
Dati logistici

(Csog)ice del Sistema Armonizzato 84733020
Quantita per cartone principale 75 pz
Larghezza scatola principale 360 mm
Lunghezza del cartone principale 685 mm
Altezza scatola principale 315 mm

Publication date: 14-JUN-2024. Prints or copies of Information are only valid on the printed Publication date



065030881159
0065030881159

Disclaimer. The information published here (the "Information") is based on sources that can be considered reliable, typically the manufacturer, but
this Information is provided "AS IS" and without guarantee of correctness or completeness. The Information is only indicative and can be changed at
any time without notification. No rights can be based on the Information. Suppliers or aggregators of this Information do not accept any liability with
regard to the content of (web)pages and other documents, including its Information. The publisher of the Information can not be held liable for the
content of 3rd party websites that are linking this Information or are linked to from this Information. You as the User of the Information are solely
responsible for the choice and usage of this Information. You are not entitled to transfer, copy or otherwise multiply or distribute the Information. You
are obliged to follow the directions of the copyright owner(s) with regard to the use of the Information. Exclusively Dutch law is applicable. With
regard to price and stock data on the site, the publisher followed a number of starting points, which are not necessarily relevant for your private or
business circumstances. Therefore, the price and stock data are only indicative and are subject to changes. You are personally responsible for the
way you use and apply this information. As a user of the Information or sites or documents in which this Information is included, you will adhere to
standard fair use including avoidance of spamming, ripping, intellectual-property violations, privacy violations, and any other illegal activity.
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